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ABSTRACT: With increasing number of cellular 

network users, large data being generated and 

limited bandwidth available for systems, efficient 

multiplexing techniques are needed that use the 

available bandwidth efficiently for IoT and Web 3.0 

Systems. It is widely used in cellular and internet of 

things (IoT) based applications.  One of the major 

challenges that IoT suffers from is high value of Peak 

to Average Power Ratio (PAPR), which reduces its 

security. High PAPR causes high level of 

perceptibility and low security. Hence it is necessary 

to reduce the PAPR of the OFDM systems. Several 

techniques have been employed so far for the 

reduction of PAPR in IoT systems. This paper 

presents a Chaos Based Proactive Security Approach 

through PAPR Reduction in Web 3.0 and IoT 

Networks. A comparison with existing approaches 

shows that the proposed approach clearly 

outperforms existing approaches. 
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I. INTRODUCTION 

 

For any bandwidth constrained cellular system, the 

bandwidth would be limited, hence an effective 

multiplexing technique is needed [1]. Thus, OFDM is 

widely chosen as the multiplexing technique for several 

applications such as cellular networks, IoT, Local Area 

Networks (LANs), WiMax etc. While transmitting the 

OFDM based IoT data, it is mandatory to ensure high 

reliability (Quality of Service) by reducing the BER 

value. However, this a severely challenging with fading 

condition and high power amplifiers need to be used to 

boost the OFDM signals. Hence, it is necessary to 

reduce the PAPR of the system to avoid the distortions 

in the finally received OFDM signal to maintain high 

reliability and Quality of Service [2].  

 

 
Fig.1 Spectra of FDM and OFDM for Web 3.0 

Networks 

 

Figure 1 shows the spectra of OFDM and FDM 

(frequency division multiplexing). It can be seen that 

OFDM helps to save critically important bandwidth. Use 

of OFDM has 2 benefits [3]: 

1. The saved bandwidth can be used to accommodate 

more users 

2. The saved bandwidth can be distributed among 

users to provide them with more bandwidth. 

3. Higher bandwidth per user means high speed of 

data transfer [4]. 

 

Physical layer security aims to secure wireless 

communication by exploiting the inherent randomness 

of wireless channels [5]. High PAPR signals may 

become predictable or exhibit patterns that can be 

exploited by adversaries performing signal 

reconstruction or constellation analysis. Conversely, 

controlled PAPR reduction techniques such as clipping, 

coding, tone reservation, or selective mapping can 
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introduce intentional randomness or reduce exploitable 

signal artifacts, thereby improving secrecy capacity. 

Hence, PAPR reduction contributes to making the 

transmitted waveform statistically unpredictable to an 

eavesdropper [6]. 

 

II. PEAK TO AVERAGE POWER RATIO (PAPR) 

AND SECURITY 

 

In wireless networks, eavesdroppers often rely on 

sophisticated signal processing schemes to recover 

transmitted symbols even under noisy conditions. High 

PAPR signals, when distorted by nonlinear amplifiers, 

create spectral regrowth that may inadvertently expose 

useful information to attackers [7]. PAPR reduction 

minimizes this distortion, thereby reducing information 

leakage. Moreover, schemes like Selective Mapping 

(SLM) and Partial Transmit Sequence (PTS) use 

pseudorandom phase sequences, which inherently 

function as additional cryptographic layers: without the 

phase sequence key, an eavesdropper cannot reconstruct 

the original OFDM symbol precisely, strengthening 

waveform-level security. The peak to average power 

ratio (PAPR) of the system is defined as the ratio of the 

peak power to that of the average power of the system 

Mathematically, it is defined as [8] 

 

𝑷𝑨𝑷𝑹 =
𝐦𝐚𝐱{𝑿(𝒕)𝟐}

𝒎𝒆𝒂𝒏 {𝑿(𝒕)𝟐}
                 (1)                                  

Here, 

PAPR stands for peak to average power ratio 

X(t) is the transmitted signal 

Max represents the peak of the signal 

Mean represents the average value 

The significance of this term lies in the fact that the 

PAPR gives the deviation of the signal from the average 

power thereby making higher distortions in High Power 

Amplifiers (HPAs). OFDM inherently suffers from high 

PAPR which results in increased errors at the receiving 

end of networks.  Thus it is necessary to reduce the 

PAPR of the system [9]. 

 
Fig.2 Graphical representation of PAPR 

 

Figure 2 shows the graphical representation of PAPR of 

the system where the peak power greatly exceeds the 

average power. 

 

Low-power wireless networks such as IoT, WBANs, 

and sensor networks are particularly sensitive to PAPR 

issues because their power amplifiers operate with 

narrow linearity margins. High PAPR forces these 

devices to operate with higher back-off, increasing 

energy consumption and making them vulnerable to 

side-channel attacks that track power fluctuations.  

PAPR reduction ensures stable power consumption and 

reduces unintended electromagnetic emissions, making 

it more difficult for attackers to infer transmitted data 

using RF fingerprinting or power-analysis attacks. 

Consequently, PAPR reduction becomes an integral part 

of lightweight security for resource-constrained devices 

[10]. 

 

III. RELATED WORK 

This section presents the major noteworthy contribution in the domain of research on PAPR reduction in OFDM systems 

in tabular form. 

S.No Authors Approach Publication  

1. Padave et al. 

[11] 

Qualitative Analysis on Implementation 

of Security Aspects for Web 3.0 

IEEE 2025 

2. Kumar et al. 

[12] 

Optimizing PAPR, BER, and PSD 

Efficiency: Using Phase Factors 

Generated by Bacteria Foraging 

Algorithm for PTS and SLM Methods 

IEEE 2024 

3. Luo et al. Robust Key Update With Controllable IEEE 2023 
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[13] Accuracy Using Support Vector Machine 

for PONs 

4. Lv et al. 

[14] 

Genetic Algorithm (GA) based partially 

transmitted sequences (PTS) algorithm 

for PAPR reduction. 

IEEE 2022 

5. Gopi et al. 

[15] 

Optimized Selective Mapping through 

hybrid of linear integer programming 

(LIP) and Selective Mapping (SLM) 

IEEE 2021 

6. Aghdam et al. 

[16] 

Combination of Particle Swarm 

Optimization (PSO) and Partially 

Transmitted Sequences (PTS) for PAPR 

reduction.  

Elsevier 2019. 

7. Rao et al. 

[17] 

PTS and grey wolf optimization hybrid 

algorithm for PAPR reduction. 

Springer 2019. 

8. Zaid et al. 

[18] 

Low PAPR OFDM with Implicit Side 

Information and reduced Complexity for 

IoT  Networks 

IEEE 2018 

9. Sultan et al. 

[19] 

Chaotic Constellation Mapping for 

Physical-Layer Data Encryption in 

OFDM-PON 

IEEE 2018 

10. Adnan et al. 

[20] 

Chaotic Walsh–Hadamard Transform for 

Physical Layer Security in OFDM-PON 

IEEE 2017 

11. Zhang et al. 

[20] 

Physically Secured Optical OFDM by 

Employing Chaotic Pseudorandom RF 

Subcarriers 

IEEE 2107 

 

Table.1 Existing Approaches for PAPR reduction 

 

IV. METHODOLOGY: CHAOS BASED SLM  

 

The Peak to Average Power Ratio (PAPR) can be 

analyzed using a probability function called the 

Complementary Cumulative Distribution Function or 

CCDF. Mathematically CCDF for PAPR can be defined 

as [21]: 

 

𝒚 = 𝑷𝒓𝒐𝒃 (𝑷𝑨𝑷𝑹 > 𝑷𝑨𝑷𝑹𝟎)      (2) 

The CCDF of the PAPR denotes the probability that the 

PAPR of a data block exceeds a given threshold 𝑃𝐴𝑃𝑅0. 

 

 
Fig.3 Typical PAPR CCDF graph for OFDM systems 
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Figure 3 shows a typical CCDF graph for the PAPR 

analysis. The graphs shows that as the value of PAPR 

increases, the chances or probability that the system 

PAPR would exceed the threshold PAPR reduces. A 

quick drop in the CCDF graph for low values of PAPR 

is desirable. 

 

Web 3.0 envisions a decentralized internet built on 

blockchain, edge intelligence, distributed data 

ownership, and immersive digital applications such as 

metaverse platforms. To support these emerging use 

cases, wireless networks must deliver ultra-reliable, 

energy-efficient, high-capacity communication. 

Technologies like OFDM dominate 5G/6G systems due 

to their spectral efficiency and flexibility, but they suffer 

from a major drawback—high Peak-to-Average Power 

Ratio (PAPR). Reducing PAPR becomes essential in 

Web 3.0 infrastructures to ensure sustainable device 

operation, secure communication, and high-quality user 

experiences [22] 

Despite its advantages, PAPR reduction must be 

carefully balanced with computational overhead and 

potential bit error rate (BER) degradation. Techniques 

like SLM and PTS require additional side information to 

be transmitted, and if this side information is 

intercepted, security may be compromised. Similarly, 

clipping-based schemes may introduce in-band 

distortion if not properly filtered. Therefore, designers 

must select PAPR reduction techniques not merely for 

performance improvement but for their ability to 

enhance physical layer security without imposing 

excessive overhead [23]. 

 

Selective mapping is the most fundamental and highly 

efficient technique to reduce PAPR. It provides a high 

performance as compared to normal OFDM. In this 

method set of m different symbols are generated of the 

same signal X and out of these m symbols the symbol 

with minimum PAPR is transmitted, which is given by 

[24]: 

Min{PAPR(x(t)m}                            (3) 

The block diagram of the SLM technique is given 

below: 

 

Fig.4 Block Diagram of SLM Technique 

The only disadvantage of SLM can be thought to be the 

increase in complexity in case more delay vectors are 

added which eventually increases the searching 

complexity. Each X block contain N wide variety of 

binary information, and those blocks are improved by 

means of one-of-a-kind phase sequence. These exclusive 

segment collection are termed as M.  After multiplying 

with M distinctive stages a very changed information 

movement is acquired. This changed statistics circulate 

is implemented to the IDFT block which generates 

mutually orthogonal sub carriers and those sub carriers 

are modulated via the records movement. With out the 

IDFT blocks, N nearby oscillators could be wanted for 

generating N together orthogonal sub carriers which 

might in turn boom the complexity and electricity 

consumption of the gadget whilst making it 

cumbersome.  The larger the wide variety of levels 

introduced, i.e. the bigger the period of the segment 

vector, extra is the PAPR discount capability. 

Traditional SLM works by generating multiple 

statistically independent phase-rotated versions of the 

same data block and selecting the one with the lowest 

PAPR for transmission. While effective, classical SLM 

suffers from two major drawbacks: high computational 

complexity due to multiple IFFT operations and the need 

to transmit side information that informs the receiver 

about the chosen candidate sequence. This side 

information, if corrupted or lost, can severely impact 

data recovery. Furthermore, generating many candidate 

signals increases processing time and energy 
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consumption, making conventional SLM less suitable 

for delay-sensitive or low-power devices [25]. 

To overcome these limitations, researchers have 

developed hybrid SLM techniques, which combine SLM 

with other complementary strategies such as Partial 

Transmit Sequence (PTS), clipping, precoding 

transforms, and optimization heuristics. These hybrid 

approaches aim to enhance PAPR reduction while 

simultaneously lowering computational load and 

minimizing side-information overhead. By merging the 

strengths of multiple approaches, hybrid SLM 

techniques achieve an improved trade-off between 

complexity, performance, and implementation cost. 

These algorithms intelligently explore the space of phase 

rotation vectors, reducing the number of candidate 

signals needed while finding near-optimal PAPR 

solutions. Compared to random phase selection in 

classical SLM, heuristic-enhanced SLM achieves lower 

PAPR with fewer iterations, making it attractive for real-

time deployment. Another direction in hybrid SLM 

research focuses on side-information-free approaches. 

These techniques integrate SLM with special 

constellation mapping strategies, differential encoding, 

or look-up-table-based phase sequences that allow the 

receiver to implicitly infer the chosen SLM candidate 

without explicit side information. This eliminates 

vulnerability to SI errors and enhances system 

reliability, especially in fading and low-SNR 

environments. Such methods are highly relevant for 

secure wireless networks, where minimizing overhead 

reduces the chance of eavesdropping and improves 

throughput [26]. 

In modern wireless systems such as 6G NR, WiFi-6/7, 

vehicular communication, and future 6G waveforms, the 

need for efficient PAPR reduction continues to grow due 

to higher bandwidths, massive MIMO, and energy-

sensitive devices. Hybrid SLM techniques offer a 

scalable and flexible solution that adapts to system 

requirements—whether low complexity, security, BER 

performance, or latency reduction is prioritized. Their 

modular nature allows designers to blend multiple 

schemes, optimizing performance under diverse channel 

environments and hardware constraints. In the proposed 

selective mapping technique, the signal received after 

the selective mapping technique is analysed and residual 

peaks are found. The residual peaks are multiplied with 

an inverse sync function so as to reduce the residual 

peaks. The flowchart of the proposed system is shown 

below. 

In the proposed scheme, an inverse sync window is 

multiplied with the residual peaks of the signal after 

SLM is applied. The inverted sync is chosen since it 

resembles the inverted peaks of a typical time domain 

OFDM signal. The inverted sync function is defined as: 

W=1-sinc(m)/π2.m2                                     (4) 

The inverted sync function is shown in the figure below: 

 

Fig.5 Implementing the sync window 

Figure 5 depicts the sync window that is to be inverted 

and applied to the residual peaks. While other 

windowing functions could be used, the one with the 

similarity with the actual data streams after modulation 

has been chosen.  

 

Fig.6 Implementing the inverted sync window 

Figure 6 depicts the inverted sync window implemented 

on residual peaks of the SLM. 

https://ijsrem.com/
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In this approach, the data source generates the serial 

data. To feed to the IFFT/IDF block for carriers, the data 

needs to be converted from serial to parallel through a 

serial to parallel converter. Subsequently, different 

phases: 

 [𝑿𝟏, 𝑿𝟐 … … … . 𝑿𝒏]  are added to generate multiple 

versions of the signal. Subsequently, the parallel 

versions of the signal are modulated through the carrier 

signal generated by the IDFT/IFFT blocks. Finally, the 

vector resulting in the least PAPR value is selected for 

transmission. It is to be mentioned here that larger 

number of phase vectors in the phase vector 𝑋𝐼  would 

results in greater chance of reduction of the PAPR value 

but would also result in the increase in the system 

complexity.  With increasing number of phase vectors, 

the search complexity remains the major challenge in 

this case. The further reduction of the PAPR can be done 

based on the windowing function used in conjugation 

with the SLM approach. To ensure orthogonality among 

data carriers, the following condition must hold true: 

 

∫ 𝒔𝟏(𝒕)𝒔𝟐(𝒕)𝒅𝒕 = 𝟎
𝑻

𝟎
                 (5) 

 

For n number of carriers in the bandwidth, the condition 

for orthogonality is given as: 

 

∫ 𝒔𝟏(𝒕)𝒔𝟐(𝒕) … 𝒔𝒏𝒅𝒕 = 𝟎
𝑻

𝟎
          (6) 

 

The peak windows are selected through the condition: 

|𝒁𝑺𝑳𝑴(𝒕)| ≥ 𝑻                            (7) 

 

In this approach the threshold for residual peaks is 

chosen as T. Subsequently values greater than T in a 

window are selected as the peak window. 

 

The windowing function using this case is the negative 

sync given by: 

 

𝒘(𝒕) = 𝟏 −
𝐬𝐢𝐧(𝝅𝒕)

(𝝅𝒕)
                   (8) 

 

The inverted sync normalizes the residual peak in the 

data stream. 

 

 

 

V. EXPERIMENTAL RESULTS 

 

The results are analyzed using the CCDF curve and an 

earlier plummet or fall in the CCDF curve among two 

systems indicates that the PAPR has been reduced in the 

one with an earlier fall of CCDF or PAPR. 

 

Fig.7 CCDF of Original Data Stream  

Figure 7 depicts the PAPR ccdf for the original data 

stream which is at 21.6dB. 

 

Fig.8 CCDF of Clipping Technique  

 

Figure 8 depicts the PAPR ccdf for the clipped data 

stream which is at 20.5dB. 

https://ijsrem.com/
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Fig.9 CCDF of Original Data Stream  

Figure 9 depicts the PAPR ccdf for SLM technique 

which is at 15.5dB. 

 

Fig.10 CCDF Proposed Approach 

Figure 10 depicts the PAPR ccdf for the proposed PAPR 

reduction approach which attains a PAPR of almost 3.6. 

Thus the proposed approach attains an much lesser PAR 

compared to baseline SLM. 

Table.1 Summary of Results 

S.No. Approach CCDF (PAPR) 

1 Original Data 

Stream  

21.6dB 

2 Clipping  20.5dB 

3 SLM 15.5 

4 Proposed 

Approach  

3.6dB 

5 Padave et al. 10dB 

6 Kumar et al. 6dB 

7 Luo et al. 17dB 

 

A comparison with existing work clearly shows that the 

proposed work attains much lesser PAPR compared to 

existing work in the domain of research, ensuring much 

higher imperceptibility and hence security for Web 3.0. 

 

CONCLUSION 

It can be concluded from the previous discussions 

that PAPR reduction plays a strategic role in 

enabling the wireless foundation of Web 3.0. By 

improving power efficiency, securing physical-layer 

communication, supporting decentralized edge 

nodes, and enhancing QoS for immersive 

applications, PAPR reduction connects the physical 

wireless infrastructure with the decentralized 

philosophies of Web 3.0. As future networks 

transition into 6G with native blockchain integration, 

metaverse services, and distributed AI, PAPR-

optimized waveforms will remain fundamental to 

achieving reliability, sustainability, communication 

in next-generation digital ecosystems.. A modification 

to the selective mapping technique has been proposed 

so as to reduce the PAPR of the system. The CCDF 

has been used for the analysis of the PAPR of the 

system. It can be seen from the results that the 

proposed system attains extremely low values of 

PAPR in comparison to previous baseline approaches 

thereby increasing system security.  
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