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ABSTRACT 

This paper presents an experimental and analytical investigation into seismic resistant construction techniques for reinforced 

concrete (RC) and steel framed buildings, with particular emphasis on the role of masonry infill walls, steel bracing, and passive 

energy dissipation devices in improving lateral load performance. A ten-storey RC building was analysed under five structural 

configurations — bare frame, fully infilled frame, and soft ground storey, each modelled with masonry represented as a single 

diagonal strut and as cross bracing — using equivalent static and response spectrum methods in ETABS. The results show that 

masonry infill substantially reduces the fundamental period, storey displacement, and inter-storey drift, while increasing base shear 

relative to the bare frame. The paper further reviews common passive energy dissipation devices, including friction, metallic, 

viscoelastic, tuned mass, and viscous fluid dampers, alongside shear walls and steel bracing systems, as complementary strategies 

for seismic resistance. Supporting experimental and analytical results from quarter-scale steel and RC frame tests confirm that 

bracing and masonry infill increase yield load, ultimate load, and stiffness while reducing deflection compared to an unstrengthened 

bare frame, with solid concrete block infill providing the greatest strength enhancement among the infill types tested. The findings 

underscore the importance of incorporating infill walls, bracing, and damping devices into earthquake-resistant design practice. 
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1. INTRODUCTION  

Reinforced concrete (RC) framed structures are often designed without considering the structural contributions of masonry infill 

walls, which are commonly used as interior partitions or external walls in buildings. These walls, typically made of brick masonry, 

are treated as non-structural elements, yet they significantly enhance the strength, rigidity, and lateral load-bearing capacity of RC 

frames. In many regions, masonry infill walls are integrated as panels within RC frames, where their interaction with the surrounding 

structure increases lateral stiffness. However, the Indian Standard Code IS 1893 (Part-I):2002, which provides guidelines for 

earthquake-resistant design, does not account for the advantages offered by masonry infill walls. When present across all stories, 

these walls significantly improve energy dissipation capacity, reducing demands on frame elements and minimizing displacements 

during seismic events.  

The presence of a sudden reduction in stiffness at any particular story in a building, known as a soft story, poses a critical vulnerability 

in seismic conditions. IS 1893 (Part-I):2002 defines a soft story as one with stiffness 50% less than the adjacent floors. To analyze 

this phenomenon, the seismic behavior of RC frames was studied using ETABS software, focusing on five different structural 

models: a bare frame, a fully infilled frame (modeled with masonry as a single diagonal strut), a soft ground story (modeled with 

masonry as a single diagonal strut), a fully infilled frame (modeled with masonry as cross-bracing), and a soft ground story (modeled 

with masonry as cross-bracing). The study employed the Demir and Sivri (2002) method, which models masonry infill walls as 

equivalent diagonal strut elements.  

The analysis, which included both equivalent static and response spectrum methods, revealed that RC frames with masonry infill 

walls exhibit significantly enhanced seismic performance, with the lowest risk of collapse. In contrast, bare frames, lacking the 

added stiffness and energy dissipation capacity of masonry infills, were the most vulnerable to seismic-induced failure. This 

highlights the crucial role of masonry infill walls in improving the resilience of RC frames, underscoring the need to consider them 

as integral components in earthquake-resistant design to ensure safer and more robust structures.  
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2. REVIEW OF LITERATURE  

Structural walls, especially seismic shear walls, are critical for resisting lateral loads and ensuring building stability. Their 

effectiveness is influenced by design parameters like lateral displacement, story drift, and cost. Chopra & Goel (2002) analyzed 

seismic demand through modal pushover analysis.   

Constantinou et al. (1992, 1998, 2001) demonstrated that dampers significantly reduce inter-story drift and shear forces, with 

guidelines for passive energy dissipation systems. Diptesh & Murty (2004) observed infills increase stiffness but reduce ductility. 

Studies by Dubey & Deodhar (1996) and Durgesh et al. (2006) highlighted reinforcement's role in strength and seismic detailing 

inadequacies.  

Numerous researchers, including Gopenpaul et al. (2012) and Hameed et al. (2014), emphasized the improved performance of 

retrofitted structures with damping systems. Haroon & Umesh (2012) recommended infilled frames in seismic zones.   

Hasan et al. (2010) and Hejazi et al. (2014) explored shear walls and viscous dampers for seismic resistance. Experimental studies, 

such as those by Kaltakci et al. (2008) and Mehmet & Tugrul (2011), confirmed enhanced strength and energy dissipation in 

reinforced and infilled frames. Computational analyses, including those by Panchal & Marathe (2011), revealed the superiority of 

composite structures in seismic zones.  

Shilpa et al. (2014) and Wakchaure & Ped (2012) evaluated high-rise building behavior under seismic loads using software like 

STAAD.Pro and ETABS, show that infill walls reduce displacements and increase base shear. Viswanath et al. (2010) and 

Wongprasert & Symans (2004) advocated for steel bracing and optimized damper placement to improve seismic performance.   

Overall, these studies underline the importance of advanced seismic detailing, infill panels, damping devices, and retrofitting 

techniques to enhance structural resilience against earthquakes.  

3. DAMPING DEVICES AND OTHER SEISMIC RESISTING SYSTEMS 

Vibration Control Systems 

Structural vibrations induced by earthquakes and wind can be managed through source-based control, system modification using 

additional damping devices, or modification of the vibration transmission path. Among these, the use of supplemental energy 

dissipation systems is the most effective and widely adopted approach in civil engineering practice. Vibration control systems are 

broadly classified as passive, active, semi-active, and hybrid. Passive systems dissipate seismic energy without requiring an external 

power source, deriving control forces directly from the motion of the structure. Active systems, in contrast, use sensor feedback and 

external power to generate control forces that counteract structural response, as seen in active mass dampers and active brace 

systems. Semi-active systems combine the reliability of passive systems with the adaptability of active control, using a small external 

power source to modify mechanical properties in real time. Hybrid systems merge active and passive, or passive and semi-active 

mechanisms, to overcome the limitations of using either system independently. 

Energy Dissipating Damping Devices 

Passive energy dissipation devices absorb a portion of the seismic energy transmitted to a structure, thereby reducing the demand 

on primary structural members and limiting both structural and non-structural damage. The commonly used damper types include 

friction dampers, metallic dampers, viscoelastic solid dampers, tuned mass dampers, and viscous fluid dampers. 

Friction dampers dissipate seismic energy through the sliding of steel plates against one another under a predefined slip load, 

exhibiting a rectangular hysteresis loop that allows them to dissipate a large amount of energy per cycle. Common configurations 

include the Pall friction damper, in which the diagonal braces slide at a friction joint to convert the frame into a parallelogram, the 

uniaxial friction damper, which relies on graphite-lined copper pads compressed by Belleville washers, and the slotted bolted friction 

damper, which permits controlled slippage at bolted gusset-plate connections. Owing to their low cost and simple detailing, friction 

dampers are widely used for both new construction and retrofitting. 

Metallic dampers dissipate energy through the inelastic yielding of steel components. The two principal types are Buckling-

Restrained Braces (BRBs), in which a low-yield-strength steel core is encased in a concrete-filled steel tube that prevents buckling 

under compression, and Added Damping and Stiffness (ADAS) dampers, which consist of X-shaped steel plates mounted between 

a chevron brace and the floor above, yielding in flexure to dissipate energy. 
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Viscoelastic solid dampers consist of viscoelastic polymer layers bonded to steel plates and installed diagonally or in a chevron 

configuration. As the structure deforms, the viscoelastic material is sheared, dissipating energy as heat while the damper returns to 

its original shape, making its behaviour dependent on both velocity and displacement. 

Tuned mass dampers (TMDs) consist of an auxiliary mass, spring, and damper attached to the primary structure. Under dynamic 

excitation, the inertial force of the auxiliary mass counteracts the motion of the structure, reducing its dynamic response. A related 

device, the tuned liquid damper (TLD), uses the sloshing of a contained liquid mass to achieve a similar effect, offering lower 

installation and maintenance costs. 

Viscous fluid dampers dissipate energy through the forced movement of a silicone fluid across a piston head housed within a sealed 

cylinder. The pressure differential generated across the piston produces a resistive force proportional to velocity, expressed as F = 

CV^K, where C is the damping coefficient and K typically ranges between 0.1 and 1.2. Because their response is independent of 

structural stiffness and largely temperature-stable over short durations, viscous fluid dampers are compact, self-contained, and well 

suited to retrofitting existing structures without requiring foundation strengthening. 

Other Seismic Resisting Systems 

In addition to damping devices, several structural systems are used to enhance the lateral load resistance of buildings. Shear walls, 

constructed of reinforced concrete, provide substantial lateral stiffness and strength, making them an economical means of 

controlling drift in multi-storey buildings. Braced systems introduce truss action into moment-resisting frames, allowing lateral 

forces to be carried primarily through axial action in the braces rather than through beam and column bending. Common bracing 

configurations include diagonal, X-shaped, V-shaped, chevron, K-shaped, and global bracing arrangements. Diagonal, X, and 

chevron braces are widely used because they substantially reduce the bending moment, shear force, and axial force demands on 

beams and columns; K-bracing, however, is generally avoided in earthquake-resistant design because it increases column shear 

demand and can induce brittle shear failure. Masonry infill walls, as examined in this study, similarly enhance the lateral stiffness 

and strength of RC frames by acting as diagonal compression struts, offering a further, cost-effective mechanism for improving 

seismic performance when incorporated systematically into the structural design. 

4. MODELLING  

Modeling of Masonry Infill Walls  

Masonry infill walls in RC frames are typically modeled using the single strut approach, which remains the most widely adopted 

method due to its simplicity. Although multi-strut models can provide more precise results by capturing localized effects, the single 

strut model is better suited for large-scale structural analyses. In this method, RC frames with unreinforced masonry walls are 

represented as equivalent braced frames, where infill walls are replaced by single equivalent diagonal struts. These struts are 

considered to have no tensile strength, carry only axial forces, and are pinned at both ends. The load from the infill wall is transferred 

to the beams. To account for earthquake forces in both positive and negative directions, the infill wall is modeled as cross bracing. 

In the present study, the effective width of the diagonal strut is determined based on the approach proposed by Stafford Smith (1962), 

ensuring reliable results for RC frame analysis.  

Structural Model  

The study analyzes a ten-story reinforced concrete building with plan dimensions of 30m x 25m, featuring five bays along both 

longitudinal and transverse directions, and a story height of 3m for all floors. The structural materials used are M25-grade concrete 

and Fe500 steel. The concrete has a unit weight of 25 kN/m³ and a Poisson’s ratio of  

0.2. The masonry infill walls have a modulus of elasticity of 2500 N/mm² and a Poisson’s ratio of 0.2. The mass of the infill  walls 

is concentrated at floor levels for seismic analysis. The slabs, including the roof, are modeled as 150mm thick, and the external brick 

walls are 230mm thick. The live load is assumed to be 4 kN/m² for floors and 1.5 kN/m² for the roof. The beam and column 

dimensions are 350mm x 500mm and 600mm x 600mm, respectively. The building is situated in seismic Zone IV and rests on 

medium soil. Seismic weight calculations include the full dead load and 50% of the live load, as specified in IS 1893 (Part 1):2002.  

Analysis of the Building  

The structural analysis was carried out using equivalent static and dynamic response spectrum methods in compliance with IS 1893 

(Part 1):2002. ETABS v20 software was employed for this purpose. The distribution of lateral loads along the height of the building 

was calculated and applied as per code provisions. The seismic weight was determined by combining the full dead load and 50% of 

the live load, and the results of both analysis methods were compared to evaluate the seismic performance of the building.  
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5. RESULTS AND DISCUSSION  

This section presents and analyses the results obtained from evaluating a ten-story building under different conditions. The study 

focuses on parameters such as the fundamental period, displacement versus story, base shear, and inter-story drift ratio.  

5.1 Fundamental Period  

The fundamental vibration periods of the building were determined using eigenvalue analysis in ETABS v9.7.0, considering the 

effects of infill stiffness. Including infill walls in the analysis led to a reduction in the fundamental period due to the increased 

stiffness of the structure. The results, derived from both IS 1893 (Part 1): 2002 and ETABS software, reveal that infill significantly 

reduces the fundamental period. Notably, the IS 1893 (Part 1): 2002 method consistently yielded lower periods compared to ETABS, 

resulting in higher base shear values. These relationships are visually represented in Graph 1, comparing the periods in x- and y-

directions for the building.  

  

  

  

5.2 Displacement vs. Story  

The displacements across various stories were analyzed using both static and dynamic response spectrum methods.  

In the static method, the highest displacement values at the top story occur when no infill is included. The introduction of infill 

walls significantly reduces these displacements, with reductions of approximately 35% in some cases and up to 45% in others.   

Similarly, for the dynamic response spectrum method, displacements reduce by approximately 34% to 43% when infill is 

incorporated. These findings underscore the significant contribution of infill walls to structural stiffness and the reduction of lateral 

deformations.   

  

5.3 Base Shear  

Base shear, a crucial parameter for assessing seismic performance, was evaluated using both static and dynamic response spectrum 

methods.  

In the static method, the inclusion of infill results in significant increases in base shear values. For example, base shear in the x-

direction increases by 40% to 54%, and in the y-direction by 33% to 49%, compared to conditions without infill. These trends are 

depicted in Graph 4.  
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The dynamic response spectrum method follows a similar pattern, with base shear increasing by approximately 38% to 53% in 

the x-direction and 33% to 48% in the y-direction. These results are shown in Graph 5, further highlighting the positive impact of 

infill on seismic performance.  

  

  

5.4 Comparative Performance: Experimental and Analytical Results 

While the damper types described above are established in the literature, no experimental testing of damping devices was undertaken 

as part of this study. However, comparative experimental and analytical results were obtained for bracing and masonry infill, which 

offer a passive means of seismic resistance comparable in principle to metallic and friction dampers. 

In a quarter-scale pushover study of a steel portal frame, three configurations were tested experimentally and analytically (ANSYS): 

a bare frame, a frame with diagonal steel rod bracing, and a frame with fly-ash brick masonry infill. The results showed that diagonal 

bracing raised the yield load to 1.22 times (analytical) and 1.32 times (experimental) that of the bare frame, while masonry infill 

raised it further, to 2.17 times (analytical) and 2.06 times (experimental). A similar trend was observed for the ultimate load, which 

increased to 1.28 times (analytical) and 1.07 times (experimental) for the braced frame, and to 2 times (analytical) and 2.14 times 

(experimental) for the infilled frame, relative to the bare frame. Correspondingly, deflection at ultimate load was reduced by 2.72 

times (analytical) and 3.09 times (experimental) for the braced frame, and by 1.91 times (analytical) and 1.59 times (experimental) 

for the infilled frame, confirming that both bracing and infill substantially increase lateral stiffness and reduce drift relative to an 

unstrengthened frame. 
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A separate diagonal-loading test on quarter-scale RC frames compared four infill types — bare frame, clay brick, fly-ash brick, and 

solid concrete block masonry. The ultimate load of the infilled frames exceeded that of the bare frame by factors of 2.85 (clay brick), 

2.22 (fly-ash brick), and 5.39 (solid concrete block), indicating that infill material selection has a marked influence on the degree of 

strength enhancement achievable, with solid block masonry providing the greatest improvement among the types tested. 

 

6. CONCLUSION  

The study highlights the significant impact of masonry infill on the dynamic characteristics, stiffness, strength, and seismic 

performance of reinforced concrete frame buildings. The inclusion of infill walls enhances the building's stiffness and strength, 

effectively reducing inter-story drift and controlling lateral displacements, especially at the top stories. Key observations from the 

analysis reveal that the presence of infill results in a reduction in the fundamental period of the structure. Additionally, the 

displacement, particularly at the top story, is notably lower in buildings with infill compared to bare frames. Furthermore, the base 

shear increases with the inclusion of infill, with substantial variations observed between different models, especially under the 

dynamic response spectrum method. Finally, the study shows that story drift is significantly reduced in infilled frames compared to 

bare frames, leading to improved seismic performance and stability of the building.  
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